AirMax5 v1.00e13
Release Note
	Version：1.00e13                                                                                                   Release Date：2009/06/26

	New Features：

1. Add RSSI Received Signal Strength display in “Device Status->Wireless Information” after connection is established
2. Add 40MHz Turbo Channel Width
3. Add CPU Usage Meter
4. Add Memory Usage Meter
5. Add Super-A Options “Bursting”, “Compression”, “Fast Frame”
6. Improve overall UI response and feel
7. Add WDS Connection Status Table in “Device Status->Wireless Information”
8. Remote BSSID display
9. Add more channels for Turbo mode 
10. Revise Channel list for all country codes.
11. Add Internet Connection information for WISP and AP Router modes
12. Add 11a Turbo mode (11a + 40MHz Channel Width)
13. Change format of MAC address in Device Status to “XX-XX-XX-XX-XX-XX” to allow copy and paste into configuration settings.
14. Default Channel to 104 and Default domain to UK.
15. Move Regulatory Domain (Country Code) to “Wireless Setting” page.
16. Move TX output power and Antenna settings to “Wireless Setting” page.
17. Add more System Logs functions
18. Add “Test Domain” in “Regulatory Domain” for compatibility testing
19. Modify “Super-A without Turbo” to “Super-A”
20. DFS Control
Fix Bugs:
1.  Fix Top menu bar alignment
2. Fix when disabling SSID Broadcast in APUT, after reboot DUT, Client (Using security)can't connect with DUT automatically 

3. Fix Error while changing settings in DHCP server. 

4. Fix Connect error if set space in SSID of DUT
5. Fix error when having space charater in WEP\WPA-PSK\WPA2-PSK\WPA-PSKAUTO
6. Fix Multiple SSID GUI error
7. Site survey to connect with AP in ad-hoc mode.
8. SNMP special characters error
9.  When using “Associate” function in Site Survey, wrong WPA key also display "Configure Successfully" 
10. Repeater mode can not associate to AP in DFS channels such as 64, 100... 

11. Fix CLI LED ON/OFF command

12. Fix Lock-to-AP issues.
13. Turbo mode site survey issues



